Create a new look! No Sew No Staple Gun!

www.HomeFashionsU.com

The Kit Includes:

3 - 16" extensions
2 mounting brackets
2 - 5" end caps
screws & anchors
1 tuck tool

assembly instructions

A low temperature glue

gun is necessary for
construction.

Glue gun not included.

Measure the width of your window (include blinds and
existing window treatments) and add 2” to the
measurement.

Measure and mark the back of one of the extensions
where the cut is o be made.

For example: The window measures 42" + 2° =




Measure and mark the back of one of the extensions Measure and mark the back of one of the extensions
where the cut is to be made. where the cut is to be made.

Using a utility knife and leaving your straight edge in Apply glue to the and of one of the sections to be
place, cut along the edge in a slow up and down Joined.
motion.

Join sections and hold for a few seconds until glue
Align sections before joining them. sets up and holds section securely in place. Repeat
this process until entire topper is assembled.




Measure the width of your fabric strip and cut using
scissors or a rotary cutter. Instructions included in
the kit go into further detail and suggestions on this

Fold edge of fabric under 1” so that you have a
finished edge where the return meets the wall.

Continue tucking and complete across the entire
groove. Repeat the previous step when you come to
the 2 comenr.

You are now ready to decorate your 1° mitered
comer.

Place your fabric . This creates the flap of fabric that is to be tucked
in this POSiﬁOﬂ USII’Ig the back into the groove on the back of your retum section.
to prepare to edge of your

make your 1st topper as a guide

cut until your




Now place your fabric from the front of your topper Place the small cormer flap of fabric on top of topper
towards the back ond prepare to make your 2™ cut and fold the front flap of fabric across from front
with your scissors. to back.

Your topper will look like this. Repeat these steps on

Tuck a small section of the flap into the groove on the other outside miil of the topper. You will then
the back of the topper to secure the new mitered be ready to apply your fabric to the middle section
comer in place. Repeat the process on the other of the topper.

comer and finish tucking across the entire groove on
the back of the topper.

Trims are easily added to your topper. If using
This look is achieved by simply folding and tucking trims with a lip cord, simply tuck the lip cord into
repeated over and over again. the tuck groove. This adds a beautiful finishing

touch to your toppenr.




All necessary hardware will be included in the kits
and extensions. They mount easily to the wall using
a screwdriver or dnill.




